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MEGA 2

EN 50078
TRAFIMET spa claim that all items on this catalogue are manufactured in conformity

with the "low voltage" CE 73/23 directive as per EN 50078 standard.

The company reserve the right to modify any products without notice.

TRAFIMET spa is the registered owner of all trademarks, patents and models.

Copyright © June 1997 • by TRAFIMET spa   (Print 11/99) EA 0541

PACKAGING

Torch (1)

Liner (1)

Contact tip (20)
Torch head (5 or 10)

Diffuser (10)

Nozzle (10)

MEGA 2 m Feet Liner Adaptor

MA 5250 3 10 GM 12 AR 81
MA 5251 4 12 GM 12 AR 81
MA 5252 4.6 15 GM 12 AR 81

MA 5265 3 10 GM 12 AR 83
MA 5266 4 12 GM 12 AR 83
MA 5267 4.6 15 GM 12 AR 83
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MEGA 2
AU 27  62N

AU 27  62N

AU 27  62N

AU 27  62N

ME 19  52FN • Standard

MC 35  34CT

MC 39
24CT50S

MC 40
24CT62S

MC 41
24CT75S

MC 42
23-37

MC 43
23-50

MC 44
23-62
Standard

MC 143
23-75

MC 234
22-50

MC 235
22-62

ME 62  52

MQ 130  32

MD 3-08  14-30  Ø 0.8
MD 3-09  14-35  Ø 0.9
MD 3-10  14-40  Ø 1.0 • Standard
MD 3-12  14-45  Ø 1.2

MQ 17  72A

MQ 17  72A

MF 147  62A45 MF 146  45° • Standard

MF 145  60°MF 28  62A60

Ø 13 Ø 16 Ø 19

Ø 9.5 Ø 13 Ø 16

Ø 13 Ø 16

Ø 19

3 • 4 • 4.6 m

1 m

0.95 Kg

57
.5

50
.5

38

6.3

Technical data MEGA 2

Voltage class L
Cooling Air cooled
Wire Ø mm 0.8 • 0.9 • 1.0 • 1.2

Duty cycle 250A 60% CO2

200A 60% Mix • 100% CO2

45°

60°

Double protection
Doppia protezione
Doppelte Isolierung
Double protection

EA 296

BX 24

EA 291

MT 75

EA 297

MT 70

BW 20

MQ 129

EA 18

EA 128 OR
BX 206

FA 28

EURO-TW
AR 81  Fixed pins  174EX1
AR 83  Spring pins

Special liners for aluminium

STEEL TEFLON TEFLON TEFLON-GRAPHITE CARBON
m Blue (wire 0.8 ÷ 1.0)
4.6 GM 11 -

Red (wire 0.9 ÷ 1.2)
4.6 GM 12 GM 230 GM 705 GM 706 GM 707

MP 160
FB 347

FB 319

BW 262

EA 64

MH 243  3 m
MH 244  4 m
MH 245  5 m
Complete cable

BW 195

EA 342

MS 1EA 120

GM 240
Copper liner

Teflon

Teflon / Carbon

Steel


